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SC-IMPULSE DVI Dual Link 24+1

Speci�cation:    1P+DAM   1P+ 3C

  AWG   24AWG     24AWG
CONDUCTOR MATERIAL   TINNED COPPER    TINNED COPPER
  COND.SIZE   7/0.20±0.008 mm   7/0.20±0.008 mm 
  MIN.AVG.THICK   0.45 mm    0.20 mm
INSULATION MATERIAL   FM-PE +SKIN    HD-PE
  O .D    1.55±0.07 mm    1.30 ± 0.05 mm
  N O.    IP*7     IP+3C
  AWG    24AWG     /
DRAIN  MATERIAL   TINNED COPPER   /
  SIZE    7/0.20±0.008 mm x1PC  
Face Inside  COVERAGE   100%     /
AL.Mylar  OVERLAP   25%MIN    /
MYLAR   COVERAGE   100%    /
  OVERLAP   25%MIN    /
  AWG      24AWG
DRAIN  MATERIAL     BARE COPPER
  SIZE      7/0.20±o.008 mm
BRAID   MATERIAL     A -M ALLOY
  SIZE     6*8/0.12±o.008 mm
  MIN.AVG.1tICK     0.51 mm
JACKET   MATERIAL     MATT PVC LOW TOXIC
  COLOUR     UL813 BLACK
  O.D      11.50 ± 0.25 mm

ORDER NO.: 600-1921
SC-IMPULSE DVI Dual Link 7x2xAWG24(shielded) + 1x2xAWG24 + 3xAWG24 + AL-Folienschirm + CU-Geflechtschirm + 
Beilauflitze PVC Mantel schwarz, Durchmesser 11.5mm  
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